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FOXGRIP

Code
Pipe diameter 

(mm)
SDR

Net Weight
(kg)

Packing

FSGRIP355110 355 3.93 4

FSGRIP400110 400 3.89 4

FSGRIP450110 450 3.86 4

FSGRIP500110 500 3.88 4

FSGRIP560110 560 3.82 4

FSGRIP630110 630 3.85 4

FSGRIP710110 710 3.80 4

FSGRIP800110 800 3.82 4

FSGRIP900110 900 3.84 4

FSGRIPL - 10.50 -

9 new models designed to the specific pipe diameter.
perfect fitting of the saddle to the pipe curvature
even pressure around the entire circumference of the saddle
suitable for pipe diameters from 355 to 900 mm

foxfittings.com

Art. nr. Beskrivning

FSGRIPS Vid installation av IBECO toploadingsadel 355-560 mm
FSGRIPM Vid installation av IBECO toploadingsadel 630-900 mm
FSGRIPL Vid installation av IBECO toploadingsadel med 225-avstick

Art. nr. För rör YD
mm

FSGRIP355110 355
FSGRIP400110 400
FSGRIP450110 450
FSGRIP500110 500
FSGRIP560110 560
FSGRIP630110 630
FSGRIP710110 710
FSGRIP800110 800
FSGRIP900110 900
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