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INSTALLATION
INSTRUCTIONS

1.   Prepare the hole to receive the gasket.
              a. Clean the hole of any debris or loose dirt.
             b. Examine the hole for any imperfections (bug holes)

              and wire ends in the gasket bearing surface.
              c. Patch any voids (bug holes) with slurry.
              d. Remove any wire protruding up into the hole and 
              patch with slurry if needed.

2.   Select the correct PSX: Direct Drive wrench.
The wrenches and the adjusters are sized so that
only the correct wrench can be used with each
size adjuster, and will provide the correct torque.
DO NOT USE ANY OTHER SIZE OR TYPE OF
WRENCH TO INSTALL PSX: DIRECT DRIVE. 

3.   Place the PSX: Direct Drive Connector in the
hole with the adjuster mechanism in position so
that it will be at the top of the hole (9 to 3 o’clock)
in the final installed position of the manhole. Align
the Connector so that it is square to the hole.  

4.   Place the wrench on the adjuster nut so that
the arm of the wrench is on the installer’s left side.
This will ensure that the proper orientation is
maintained.  

5. Begin to tighten the PSX:Direct Drive   Connec-
tor by pulling the wrench handle toward the out-
side of the manhole. The wrench will ratchet back
easily at the end of the stroke. If the Connector
has multiple adjusters (28” (711 mm) and higher),
tighten each adjuster five times, alternating them
in sequence so that installation pressure is evenly
distributed. 

6. Continue tightening until proper torque is
reached. The wrench will signal this by “breaking”
slightly.  If in doubt torque has been reached,
tighten again and wrench should “break” quickly
and easily.  If there are multiple adjusters, make
sure that the wrench “breaks” at each one. Instal-
lation is now complete.

To remove an installed PSX:Direct Drive Connector, simply reverse wrench position and
loosen Connector. Connector may be reused without further adjustment. 8QRS and

9QRS are designed to be installed from the inside of the manhole. If being installed from
the outside, the arm of the wrench needs to be on installers right hand side.

Protected by one or more of the following patents: 6805359, 7146689, 7263746
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Scan (or click) Here To View A Video
On Proper Preparation And Installa-
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Montageanvisning för PSX-kopplingen

Placera kopplingen så att den har en jämn yta att 
expandera emot. Placera expanderbulten kl 12 för 
enklare åtdragning.

Använd Ibeco spärrnyckel för att skruva på 
muttern som i sin tur expanderar den rostfria 
klämman och komprimerar gummit emot 
betongen. Max 7 Nm.

Montera därefter t ex PVC röret i andra 
änden och dra åt de medföljande 
slangklämmorna.

DEMONTERING
Skruva åtdragningsskruven åt andra hållet 
för att demontera. Kopplingen kan nu 
återanvändas. 


