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Flexible Tap Saddles Installation
The faster and less costly way to make sewer main connections.

1. Excavate the trench exposing the outside diameter of the sewer main

2. Core a hole in the sewer main of appropriate diameter matching the contour
 of the Tap Saddle locating ring
  a. Use a 5” Coring Bit or Hole Saw for TST-4 and TSW-4 
  b. Use a 7” Coring Bit or Hole Saw for TST-6 and TSW-6 

3. Clean the pipe surface and remove any sharp edges

4. Wrap the clamps around the pipe, engage, and slide one to each side of the cored hole

*Refer to and follow the installation instructions for TSPK-46 when using the Fernco Tap Saddle Pressure Kit

5. Position the Tap Saddle gasket over the pipe with the locating ring inside the cored hole

6. Holding the Tap Saddle firmly against the pipe and slide clamps in place and snug the
 clamps by pulling on the tail

7. Tighten clamps to 60”lbs. torque 

8. Connect lateral pipe of appropriate size, tighten to 60”lbs. torque

Installationsanvisning Fernco Sadelgrenrör
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Kontrollera att rörens ytterdiameter  
överensstämmer med arbetsområdet
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Håll sadelgrenröret mot hudledningen och markera  
med penna på hududledningen via avsticket för att  
få en mall att borra/såga efter. Hålbilden skall  
borras cirka 5mm större än den markering som  
ritats med pennan

Använd gärna någon typ av tätningsmedel typ PL400  
eller motsvarande runt anslutningshål och sadelgrenrör.

Centrera sadelgrenröret och se till att den kant som finns på sadel-
grenrörets baksida ligger innanför ansutningshålets kanter. Se röd pil.

Drag åt slangklämmorna till 6Nm. 

Rengör/skrapa huvudledningen fri från jord  
och korrosion. 


