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Installation Instruction
Repair Clamp FS-20

1. Upper scale   
2. Clamp gasket
3. Bolt cap
4. Bolt   
5. Nut   
6. SS Washer 
7. Bridge plate  
8. Lug          
9. Sidebar    
10. Armour    

IMPORTANT: Always check that you have a correct and 
fully functional product before you start any excavations 
or repairs. When in doubt, take a spare unit with you to 
avoid delaying the work.

Before installation:

1. Check the diameter of the pipe and make sure you are 
using correctly sized clamps.

2. Clean the pipe to remove as much dirt and corrosion as 
possible from the surface. Scrape the pipe to remove dirt 
and corrosion so that the surface is smooth. 

3. Make sure no foreign material sticks to the gasket as it is 
wrapped around the pipe, nor becomes lodged between 
gasket and pipe as the nuts are tightened.

4. Keep threads free of foreign material to facilitate 
tightening.

5. Use a torque wrench to achieve proper torque. Also make 
sure you use the right wrench size (step 5).

6. Bolts are often not sufficiently tightened if a torque wrench 
is not used. Take extra care in this situation to ensure 
proper tightening.

Installation:

Step 1
Mark the pipe where the ends of the clamp will be. After 
installation use this mark to confirm that the clamp has been
properly positioned.

Step 2
Thoroughly clean the pipe surface area to be covered by the 
clamp. 
Apply lubricant to pipe and rubber inside the clamp to ensure a 
proper seal. DO NOT use grease!

Step 3
Back off nuts to end of bolts, but DO NOT REMOVE THEM. Open 
up the clamp and put the upper scale on the pipe. (Fig. 1).
At one side the bridge plate of the underscale has to be 
suspended over the lugs. Hinge the suspended underscale
under the pipe (Fig. 2).

Note: If necessary (because of excessive leakage) steps 3 and 
4 can be performed beside the pipe fracture or damage.
Then slide the clamp over the fracture after snapping the bridge 
plate onto the lugs.

Step 4
Snap the bridge plate OVER the lugs (Fig. 3). Do not use force. 
Be sure that the armour slides under the scale and that the 
gasket tails are not folded under, but are lying flat around the 
pipe. Pull the bridge plates towards each other and tighten the 
nuts by hand first.

Step 5
Then use a torque wrench with a handle of at least 300 mm in
length (Fig. 4) to tighten the nuts evenly in 20 Nm increments
and in the specified order (Fig. 5).

Wrench size:
Recommended torque M12:  65 Nm 19

M14:  85 Nm 22
M16: 110 Nm 24

Always pressure test for leaks before backfilling the ditch. If 
leakage occurs repeat step 3, 4 & 5. Then pressure test again.

Step 6
Wait 20 minutes and then retighten to proper torque.
Backfill and compact carefully around clamp.

Note: When installed on plastic pipes, please contact your 
supplier.
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All our quotations, all orders placed with us and all contracts concluded with us are 
subject to the METAALUNIECONDITIONS, filed with the registrar of the District Court 
of Rotterdam, as stipulated in the latest text lodged with the said Court. The conditions 
of delivery and payment have been sent to you earlier and are in your possession, but 
if they are not, they will be sent to you again upon request. All agreements are subject 

to the law of the Netherlands.
All disputes arising from offers and agreements, however such disputes may be called, 

shall be submitted to the competent Dutch Court.

Montageanvisning Rostfria reparationsmuffar RS2

Markera var repmuffen skall monteras. 

Rengör noggrant röret. 

Använd smörjmedel på både röret och repmuffens in-
sida (gummipackning) för att säkerställa att packningen 
ej fastnar emot röret och veckar sig under åtdragning. 
Använd EJ rörfett eller motsvarande! 

Skruva upp muttrarna och låt dem sitta kvar högst upp. 
Placera först den övre delen på rörets hjässa. Placera 
sedan nästa del underifrån och fäst den på ena sidan 
först för att sedan fästa den på andra sidan. 

Var noga med att säkerställa så att packningen ej viks 
utan ligger korrekt enligt fig 3. 

Använd en momentnyckel och drag åt samtliga muttrar 
enligt fig 5 i flera steg med 20Nm åt gången, tills rätt 
åtdragningsmoment är uppnått. 

Vänta 20 minuter och kontrollera korrekt 
åtdragningsmoment samt efterdra vid behov. 

Återfyll varsamt efter täthetskontroll.

Bult Åtdragningsmoment Krafthylsa

Nm mm

M12 65 19
M14 85 22
M16 110 24

Åtdragningsmoment
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GEKAVE EURO PRICE-LIST 2020 - FS 20

WPworking
barrange / mm200250300400500600

168088-110106,28 €         141,23 €         156,34 €         203,63 €         254,38 €         305,13 €      
16100108-128111,77 €         146,73 €         163,85 €         213,92 €         268,10 €         321,57 €      
16112-134113,82 €         151,54 €         166,61 €         218,71 €         272,89 €         327,76 €      
16120-140115,88 €         154,27 €         170,73 €         222,84 €         278,38 €         333,91 €      
16125133-155119,30 €         159,07 €         175,53 €         229,01 €         287,29 €         344,22 €      
16138-160122,03 €         161,81 €         178,96 €         233,11 €         292,08 €         349,69 €      
16150158-180124,10 €         164,54 €         181,69 €         237,24 €         296,91 €         356,53 €      
16168-190127,52 €         169,35 €         187,17 €         244,78 €         305,13 €         366,13 €      
10190-210134,38 €         178,96 €         197,45 €         257,82 €         322,26 €         386,71 €      
10195-217137,80 €         183,09 €         202,95 €         264,68 €         330,48 €         396,98 €      
10200210-230140,55 €         187,17 €         207,06 €         270,16 €         338,04 €         405,23 €      
10216-238145,36 €         193,36 €         212,55 €         278,38 €         347,64 €         416,86 €      
10225-246148,78 €         197,45 €         218,71 €         284,57 €         356,53 €         427,86 €      
10238-260155,63 €         207,06 €         228,34 €         298,26 €         372,99 €         447,72 €      
10251-271181,01 €         240,67 €         266,71 €         346,24 €         434,02 €         521,12 €      
10250273-293270,83 €         351,73 €         443,61 €         549,22 €      
10295-315281,81 €         366,82 €         462,13 €         572,52 €      
10300314-335283,86 €         369,57 €         465,54 €         576,64 €      
10322-344290,02 €         376,41 €         475,17 €         587,60 €      
10334-354297,56 €         386,71 €         487,51 €         604,05 €      
10340-360303,75 €         394,95 €         498,46 €         617,09 €      
10350348-368303,75 €         394,95 €         498,46 €         617,09 €      
10365-385318,15 €         413,44 €         521,78 €         645,87 €      
10376-396324,99 €         422,36 €         532,77 €         659,59 €      
10390-410327,06 €         431,95 €         545,08 €         673,99 €      
10400404-424332,54 €         438,82 €         575,28 €         680,18 €      
10420-440336,66 €         445,00 €         582,80 €         690,46 €      
10440-460363,40 €         460,77 €         603,37 €         714,45 €      
10450457-477381,92 €         469,66 €         615,71 €         728,16 €      
10468-488381,92 €         469,66 €         615,71 €         728,16 €      
10488-508On request
10500500-520On request

6520-540On request
6550545-565On request
6568-588On request
6586-606On request
6600600-620On request
6625-645On request
4700705-725On request
4730-750On request
4750755-775On request
3800805-825On request
3835-855On request

Material: stainless steel grade AISI 304 / AISI 316 on request
Standard rubber gasket: EPDM, suitable for water / EPDM-HT / NBR / VITON on request

* Working pressure is an indication. Please contact us for more information.

clamp length / mm DN


