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IBECO IA-adapterMATERIAL:

TILLBEHÖR:

MAX TRYCK:

Koppling för att sammankoppla alla rörmaterial 
invändigt för övergång till muff eller slätände. 
DN100-300.
Smörjmedel appliceras på gummipackningen 
före montage.

Tillverkad i slagtålig ABS plast 
med tätning i EPDM

Smörjmedel krävs för 
installation. 

Klarar tryck upp till 
0,5 bar.
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Step 1 Step 2 Step 3a

Ensure that the tapered edge on the rubber sleeve does not fold back when inserting into the pipe.

Note:  This product is designed for connecting pipes with the same inside diameter. 
The Adaptor is inserted 82 mm on each side into the pipes to be connected.
Visit our website for more information about our internal couplings or contact our sales department.

Productdetails

Easy installation

Rubber sleeve made of 
EPDM with sealing lips for a 
watertight seal > 0.5 bar

Impact resistant ABS  
simulating the spigot end 
of a standard plastic pipe

Tapered edge
aids natural flow

Integrated pipe stop enables  
reliable, safe and quick installation

• Pushfit connection - no tools required

• Easy installation - within minutes

• Safe against shear loads

• No cleaning of the outside surfaces required.
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Article
No.

Size
DN

Inside Diameter
Di (mm)

Spigot
(mm)

Width
(mm)

Outer Diameter
(mm)

Net Weight
(kg)

IA125 125 123 - 128 125 170 145 0,50
IA150 150 148 - 153 150 170 180 0,60
IA200 200 198 - 202 200 175 220 0,80
IA225-250* 225 / 250 223 - 227 250 185 270 1,70

IA250 250 248 - 252 250 175 270 1,30

IA300 300 298 - 302 300 175 333 1,50

Remove any deposits and clean the 
inside surface of the pipe and apply 

some of the lubricant supplied to the 
inside of the pipe/borehole.

Push the IA-Adaptor up to the  
product’s pipe stop into the 

pipe/borehole.

Slide the socket of the plastic pipe to 
the other side of the adaptor.

When installing the I/A-Adaptor in  
conjunction with a coupling, the 

second side of the adaptor is used as 
the pipe plain end.

Step 3bor

* Connects pipes of differing diameters

Art.nr RSK nr. DN För rör ID Rör slätände Längd (B) Yttermått Passar t.ex. Vikt
mm (Da) mm B mm A mm kg

IA100 271 00 23 100 99  - 103 110 99 103 Gjutjärn, MA-rör, PP/PVC - 110 PP/PVC

IA125 311 45 15 125 123  - 128 125 170 138 Gjutjärn DN125 0,5
IA150 311 45 16 150 148  - 153 160 170 172 Betong DN150 - PVC160 0,6
IA200 311 45 17 200 198  - 202 200 175 215 Lerrör DN200 - PVC200 0,8
IA225 311 45 18 225 220  - 225 250 185 270 Betong DN225 - PVC250 1,7
IA250 311 45 19 250 248  - 252 250 175 270 Lerrör DN250 - PVC250 1,3
IA300 311 45 20 300 298  - 302 315 175 333 Betong DN300 - PVC315 1,5

Se till så att att den 
avsmalnande kanten på 
gummipackningen inte 
fälls tillbaka när den 
trycks in i röret

VIKTIGT!


